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1 Introduction
Falls among older adults are an important public health 
problem. This problem will be aggravated in next years 
since the percentage of population aged 65 and older con-
tinues to increase in many countries. The detection of falls 
is necessary in the mobility telemonitoring of the elderly 
in their living environments. Real-time detection of falls 
would probably reduce their consequences with a quick 
intervention. However, detection of falls is a challenge. 
Despite many years of research, there is no widely accepted 
technique for fall detection and the issue remains open.
There are several techniques for fall detection [12, 24] 
that can be classified depending on the sensor type: sensors 
deployed in the environment or body-worn sensors [7, 11, 
19, 29]. The current paper focuses on accelerometers worn 
by the user. The pioneering studies used simple algorithms 
based on a threshold on the acceleration peak or valley like 
in [5]. Other features deduced from acceleration can help 
to decrease the number of false alarms: orientation and 
its change, velocity or distance [6, 15]. In [15], the best 
algorithm included acceleration peak detection followed 
by posture detection. It was concluded that velocity did 
not improve the results. However, in [6], it was concluded 
that taking velocity into account decreased the number 
of false positives in real conditions. In [26], a threshold-
based algorithm was proposed but with a more complex 
pre-processing. First, an averaged shape during falls was 
obtained. It served as a mother wavelet, from which a coef-
ficient of similarity could be found for any new shape. The 
system outperformed detectors based on raw peak values. 
Other studies have tried to solve the problem using more 
elaborate pattern recognition methods, like neural net-
works, support vector machine (SVM) or a combination 
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of AdaBoost and SVM. In [16], a windowing technique 
was used to extract features (1-s sliding window with 0.5-s 
overlapping). Several features were extracted up to a total 
of 28 (acceleration, velocity, position and different time 
domain features). Six classifiers were compared and the 
multilayer perceptron outperformed others like SVM, naive 
Bayes or OneR. Moreover, up to 178 features from time 
windows of 10 s were extracted in [1]. Several classifiers 
were compared, with SVM being the best one. The system 
detected also the type of fall. In [9] an improvement over 
classical AdaBoost classifiers was proposed by substituting 
some stages of weak classifiers by SVM. The authors used 
directly the acceleration values and the signal magnitude 
area as features. In [3], five threshold-based algorithms 
and five machine learning algorithms were compared. The 
overall performance of the machine learning algorithms 
was greater. In particular, SVM achieved the highest com-
bination of sensitivity and specificity.
Besides finding a proper fall detection technique, 
research on fall detection faces the lack of enough recorded 
real falls. For instance, in [4] several algorithms were tested 
with real data, including 29 falls from people suffering pro-
gressive supra-nuclear palsy. The results were clear: the 
performance of several algorithms decreased dramatically 
in real life, while they were near perfection in the origi-
nal studies. In this regard, an interesting approach deviates 
from traditional supervised classifiers: instead of training 
a classical classifier, a model of normal activities can be 
built, since activities of daily living (ADL) can be easily 
recorded in real-life conditions, providing a large number 
of exemplars. A fall is detected as a movement that is rare 
and anomalous with respect to that model. Besides, as a 
new user carries the detector, it is possible to record new 
movements and retrain the model. In this way, the detec-
tor can be personalized. For instance, in [25] a time-var-
ying linear prediction model for the acceleration signal 
was built. The decision was based on a hypothesis testing 
approach, being the null hypothesis (Ho) that the current 
acceleration sample comes from ADL. The authors of [20] 
compared several novelty detectors to check the shape of 
acceleration around acceleration peaks. Detectors based on 
a nearest neighbour rule were the best. However, an SVM 
trained with ADL and falls outperformed a nearest neigh-
bour (NN) trained only with ADL in most situations. Only 
if the device was worn in a body location different from 
training conditions, NN was superior to SVM. This work 
was extended in [22] to study the effect of personalization. 
Although NN is very easy to personalize, SVM can also be 
partially personalized, achieving still higher performance 
than NN. In this regard, Micucci et al. [23] compared 
one-class and two-class configurations and showed that a 
one-class NN achieved almost the same performance as 
a two-class SVM using the raw values of the acceleration 
in a 1-s time window. Overall, it was concluded that falls 
are not required to design an effective fall detector. In [17] 
an approach based on a modified Hidden Markov Model 
(X-Factor HMM) was proposed. This HMM had inflated 
output covariances, obtained from some outliers of the 
ADL that served as proxies for the unseen falls. It was 
shown that a traditional HMM trained with all the ADL did 
not produce consistent results for outlier detection, while 
the X-Factor HMM showed good performance but not 
always higher than an HMM trained with ADL and falls.
This paper presents an original approach to fall detec-
tion that is based on a combination of novelty detectors. 
Each novelty detector takes into account a different fea-
ture extracted from acceleration time series. Then, novelty 
detectors have been combined using a principled approach, 
which is the key contribution of this work with respect to 
previous studies in the literature. To check the proposed 
approach, the combination of novelty detectors has been 
compared with a traditional supervised SVM (trained with 
ADL and falls), both in a typical cross-validation experi-
ment and in an experiment simulating several degrees 
of system personalization. Novelty detectors have been 
selected because they present two key advantages: they are 
based only on real data (ADL) and they allow an easy adap-
tation to different circumstances by recording new data and 
being retrained on the fly.
2  Methods
In this section, the data set and feature extraction are 
explained first. Then, several concepts are briefly reviewed 
in order to build, step by step, the detector proposed in this 
paper. Thus, the concept of novelty detector is presented 
focusing on the techniques utilized in this paper. This leads 
to the posterior problem of combining several detectors, 
where the solutions selected are explained. Then, a tradi-
tional algorithm, SVM, is briefly introduced as the system 
against which the combination of novelty detectors was 
compared. For SVM, the use of different features has also 
been tested. Afterwards, the performance figure of merit is 
explained. The section ends with a sequence of the experi-
ments performed, directly related to the results presented in 
the next section.
2.1  Data set
For the evaluation of the algorithms, we used a publicly 
available data set [20]. This data set has a large number of 
ADL (7816) and falls (503). It is suitable to build a novelty 
detector since there are many examples of normal move-
ments recorded in real life. In addition, it has been shown 
to generalize better than other data sets [13]. It includes 
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data from 10 subjects, ranging from 20 to 42 years old. The 
data set consists of time windows of 6 s. Each window has 
301 three-axis acceleration samples at 50 Hz. The record-
ing system used to extract the data was such that there is 
always a peak of the acceleration vector norm in the centre 
of the window. In this paper, the peak is used as the ref-
erence time of the window, that is, negative and positives 
times are associated with samples before and after the 
peak, respectively.
2.2  Feature extraction
For the novelty detectors, we have used four features: the 
distance to the nearest neighbour record (dNN), the change 
in orientation (Δ), the final velocity after the fall (vf) and 
the distance of the body’s displacement during the fall (D). 
These values were obtained as follows:
• Nearest neighbour distance (dNN) Given acceleration 
records A = {ai, i = 1…T} and B = {bi, i = 1…T}, 
where i is the time index, and T defines the length of the 
window (from −0.5 to 0.5 s), the distance between two 
records was defined as:
Then, given a set of N exemplars from a training set {Bj, 
j = 1…N}, the nearest neighbour distance of a new accel-
eration record, C, was defined as:
dNN is a measure of how far is the acceleration shape 
around the peak from a set of exemplars.
• Change in orientation (Δ) It was measured from the 
gravity component of the acceleration, by calculating 
the cosine of the angle between the gravity at times 
−1.5 and 3 s. To get gravity (gi), the initial acceleration 
(ai) was low-pass filtered.
• Final velocity (vf) The effect of gravity was removed 
to obtain the linear acceleration: al,i = ai − gi. Then, 
a three-axis velocity was obtained by integrating the 
three-axis linear acceleration in the time interval from 
−0.5 to 0.5 s. The final velocity (vf) is the module of the 
vector obtained in this way at 0.5 s.
• Distance of the body’s displacement during the fall (D): 
In the next step, the distance was obtained by integrat-
ing the module of the velocity from −0.5 to 0.5 s. This 







(2)dNN (C) = minj
d(C,Bj)
with the distance between two acceleration shapes 
(d(A,B) and dNN(C), in m/s
2).
2.3  Novelty detectors
Fall detection can be casted as a novelty (or anomaly) 
detection problem [8, 20], in which the system has to dis-
criminate between normal records (ADL) and outliers (falls 
in our case). The classification problem is more complex 
due to the absence of a large data set of outliers. Since 
falls are always simulated, the current paper focuses on the 
extreme case of having no outliers for training, which is in 
fact the real scenario since there are no real fall data sets. 
Thus, the system models only the behaviour of the normal 
class (ADL).
In the present paper, a single novelty detector was 
obtained by first modelling the probability density of a 
given feature, p(xi), and then thresholding it. Then, for an 
acceleration time window centred in the peak, the feature xi 
was extracted and it was considered that a fall had occurred 
if:
where xi can be any of the features considered in this paper: 
i = dNN, Δ, vf or D.
To model densities, the technique of kernel density esti-
mation (KDE) [2] was selected. KDE provides a continu-
ous model. The probability of a feature xi is written as:
where xji are the training exemplars values, k is the kernel 
function and σi is the bandwidth. In this paper, a Gauss-
ian kernel was selected and the free parameters were σi, 
i = dNN, Δ, vf or D.
2.4  Combination of novelty detectors
Combining classifiers is a common alternative to capture 
more characteristics of the data. However, novelty detectors 
considered in this paper have some specific properties. Since 
information on the outlier data is not available, their “train-
ing” neither provides directly a way to classify new data nor 
models posterior probabilities. This precludes the direct use 
of techniques such as the majority vote or the naive Bayes 
combination [18]. In [30] the specific problem of combining 
one-class classifiers was considered. In this paper, two com-
bination rules proposed in [30] have been selected in order to 
cover two approaches: one based on probabilities and another 
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was followed, that is, the probability outputs of the individ-
ual classifiers were multiplied and the decision depended on 
a threshold on that product (ypp(x) < θpp), with:
where Nf is the number of features considered in the model. 
This rule has the advantage of not relying on any parameter 
(other than the global threshold θpp). It makes use of the 
probabilities themselves.
Another possibility is to transform probabilities into 
labels and then use the mean vote:
where θi is a threshold for method i and I() is the indica-
tor function, which gives 1 if xi fulfils the condition or 
0 otherwise. In this case, several parameters have to be 
set. The threshold for ymv(x) itself was set to 0.5. Thus, 













were resolved at random if Nf was even). With respect to 
θi, they were selected so that the fraction of the training 
set accepted as being ADL was the same, fT, for any of 
the individual classifiers:
This effectively left a single free parameter, fT, that 
can be swept from 0 to 1, which allowed drawing a ROC 
curve and use a common framework to measure perfor-
mance (see Sect. 2.6).
In order to select which features are suitable, a for-
ward wrapper selection method was adopted [10]. In 
this method, features are progressively incorporated into 
larger and larger subsets. That is, first the best classifier 
using a single feature is found. Then, that best single fea-
ture is kept in the set and all the possible classifiers using 
two features are tested, ending with a selection of the best 
classifier using a subset of two features. The process con-
tinues until there are no more features available (Fig. 1).
It should be pointed out that classifiers using several 
features were made by combining single feature novelty 
(7)
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1st round results 3rd round results Final detector
Fig. 1  Schematic view of the forward wrapper selection method
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detectors. That is, feature selection is tantamount to 
detector selection in this paper.
2.5  Support vector machine
The proposed approach based on the combination of nov-
elty detectors was compared with a traditional SVM [2]. 
Contrary to the novelty detectors presented above, SVM 
requires both falls and ADL for training. It finds a hyper-
plane, not necessarily in the original feature space, to sepa-
rate two classes. Depending on the sign of the distance to 
it, a record is assigned to either of two classes. It has been 
successfully applied in many problems. After training, the 
decision for a new record is based on a few support vectors 
that lie near the hyperplane. In this paper, we have used the 
popular Gaussian kernel:
where L is the distance between two acceleration records. 
As for the novelty detectors, several features can be consid-
ered. In the most complete case, the distance L takes into 













. Each feature was divided by 
a standard deviation, so that none of them should dominate 
the others in the numerical optimization process. Thus, L 
is:
Combination of features was also tested by omitting 
some of the components in the extended vector in a for-
ward wrapper method.
SVM has two parameters: γ in the exponential and C, 
which is a trade-off between minimizing training errors and 
controlling model complexity [2]. They are conventionally 
found by grid search and cross-validation [27], which is the 
method we have adopted.
2.6  Performance figure of merit
The kind of novelty detectors used in this work do not have 
a proper “training algorithm”. They are pure data-driven 
methods based on a set of exemplars (training set), as large 
as possible. By varying the thresholds θpp or fT, the perfor-
mance can be evaluated on a different set (validation set), 
which includes ADL and falls. For instance, θpp can be 
varied from zero (every record is classified as an ADL) to 
infinity (every record is detected as a fall). The intermediate 
regimes are plotted in the receiver operating characteristic 
(ROC) curve. In this paper, the point in the curve that maxi-
























specificity (SP) was selected, and that value was used as the 
figure of merit for performance. This value is not affected 
by the different size of the ADL and fall validation sets. For 
SVM, the ROC curve was obtained by varying a threshold 
on the distance to the hyperplane found during training.
2.7  Experiments performed
The experiments have been performed in the following 
order:
 – To determine the σi parameter of KDE, the data set was 
randomly divided in two sets (90% for training, 10% 
for validation). Then, performance was plotted as a 
function of σi for each feature and a value was selected 
(Sect. 3.1). After selecting the set of parameters, they 
were kept fixed in the remaining experiments.
 – To see the effect of combining several detectors, the for-
ward selection method was applied. Performance was 
obtained similarly to the previous case, plotting the results 
as a function of the number of features. This allowed us to 
select the best combination of features (Sect. 3.2), which 
was kept fixed in the remaining experiments. This was 
carried out for both, the combination of novelty detectors 
and the combination of features in SVM.
After determining the optimal parameters and features, 
the novelty detector and SVM were compared with and 
without personalization:
 – The comparison of novelty detectors against SVM was 
done on the basis of a leave-one-subject-out cross-
validation (LOOCV) (Sect. 3.3). That is, for each run, 
the models were built with the records of nine subjects 
and tested on the remaining one. A Wilcoxon test was 
applied to estimate statistical significance.
 – The effect of personalization was studied in the last 
experiment. In this case, several training conditions were 
applied. For the nth person, a validation set (1/3 of his/her 
ADL and all his/her falls) was set aside. Then, the perfor-
mance with different training conditions was tested, see 
Table 1. They correspond to a fully customized (C) clas-
sifier (training records from the nth subject), a generic (G) 
detector (training records from the remaining subjects), 
a mixed (M) detector (training records from the nth sub-
ject and the remaining volunteers) and a generic detector 
with the number of training records restricted (GR) to be 
the same as in the customized case. The notation with a 
hyphen will indicate the kind of training. For instance, 
KDE-C means the fully customized version of the com-
bination based on KDE. The analysis was repeated for 
all the volunteers (n = 1 to 10). Even though the nov-
elty detectors are the most suitable for personalization, 
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it was easy to include SVM in our offline analysis. The 
results were globally analysed considering the two factors 
involved, the classifier algorithm and the training data set. 
Thus, an ANOVA was carried out considering a design 
with repeated measures on both factors. Then, pairwise 
comparisons were performed between some selected pairs 
using a Wilcoxon test. The pairs were selected according 
to performance and other aspects, like computation time 
and ease of personalization, in which the members of the 
pair can be considered as reasonable competitors.
All the algorithms were implemented in Python using 
Scipy [14] and Scikit-learn [27]. In particular, models for 
KDE and SVM were fitted with the tools of the package 
Scikit-learn [27], while the rest were programmed by the 
authors. Statistical analyses were performed in R [28].
3  Results
3.1  Parameter selection
In Fig. 2, the performance is shown as a function of σ for 
the velocity-based KDE detector. The units of the abscissa 
are standard deviations (SD) of the corresponding feature, 
obtained in the training set. The performance increases 
with σ, but there is some saturation. A similar behaviour 
has been found for the rest of features. Thus, there is a wide 
range of parameters giving similar performance. For the 
rest of experiments, we selected the rule of taking σi as one 
SD of the associated feature.
3.2  Feature selection
In Fig. 3, the performance is plotted as a function of the 
number of features for the combination of KDE-based 
novelty detectors. It shows the results of the mean vote 
and the product probability rules. In both cases, the max-
imum is reached with three features. The product prob-
ability rule is better for all the combination of features 
(except for the case of one feature in which, actually, they 
are the same detector). The output of the forward wrapper 
selection algorithm showed that the best features were, in 
this order: vf, dNN, Δ and D, regardless of the combina-
tion rule. For the remaining of this paper, only the best 
Table 1  Summary of different 
training sets for the nth subject 
in order to study the effect of 
personalization in a set of N 
volunteers
Training conditions Training set
Customized (C) Only ADL from the nth subject (2/3 of his/her ADL)
Mixed (M) ADL as in the customized case, adding all the ADL of the remaining (N-1) 
people
Generic (G) ADL from the remaining (N-1) subjects
Generic with restrictions (GR) Only some ADL from the remaining (N-1) subjects, so that their number is 
equal to that of the customized version
Fig. 2  Performance as a function of σ for a KDE novelty detector 
based on velocity Fig. 3  Performance as a function of the number of novelty detectors 
being combined. Blue circles product probability rule; green squares 
mean vote. The order of the selected features is shown on the left-top 
part of the image (color figure online)
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combination of three features is considered for novelty 
detectors.
Figure 4 shows the same analysis for SVM. In this case, 
no improvement is observed, being the results very similar for 
one, two and three features, and falling with four features. So, 
for SVM only d is considered in the remaining of this paper.
3.3  Combination of novelty detectors vs SVM
In this case, we compared the best combination of novelty 
detectors with a traditional SVM. The comparison is shown 
in Table 2 as values of SE, SP and the corresponding square 
root of the product of SE and SP. The results show that the 
difference with SVM was statistically significant (p value 
<0.01). The combination of three novelty detectors outper-
formed a traditional supervised detector. This improvement 
can also be quantified in terms of the false positive rate (FPR), 
which is 1-SP. In this regard, SVM roughly triggers four false 
alarms for each 100 ADL while KDE triggers only three false 
alarms. This represents an improvement of the 25%.
3.4  Effect of personalization
The effect of personalization is shown in Fig. 5 for differ-
ent classification algorithms and training sets. Values of 
SE and SP are given in Table 3. The personalized (KDE-
C, SVM-C) and generic with restrictions (KDE-GR, SVM-
GR) detectors were trained with an average of 521 records; 
the generic versions (KDE-G, SVM-G) were trained with 
an average of 7034 records and a bit more (7034 + 521) for 
the mixed versions.
The results of an ANOVA with two factors (classifica-
tion technique and training conditions) gave us a significant 
effect of the classification technique (p value = 0.021) and 
a significant effect of the training set (p value = 0.037), 
while there was no significant effect of the interaction (p 
value = 0.619). All the p-values were obtained from Pil-
lai’s trace, although the same conclusions were drawn from 
other common statistics.
In view of Fig. 5, KDE-C would be the selected algo-
rithm. However, other approaches can present different 
advantages, like computation time. There is no reason to 
prefer KDE-M, KDE-G or KDE-GR over KDE-C, since 
all of them have similar or higher computation time. With 
respect to the comparison with the SVM variants, a rough 
estimation of processing time in Python was carried out: 
SVM-C was about 18 times faster than KDE-C. Thus, 
we decided to check specifically the difference between 
KDE-C and SVM-C, giving a p value of 0.23. Therefore, 
the significance is not very high.
4  Discussion
The combination of novelty detectors has shown to provide 
a high performance. One of the drawbacks of KDE is the 
selection of parameters. For σi in KDE, it suffices to select 
a value large enough, which can be easily obtained from 
the statistics of the ADL (the standard deviation). This wide 
range of values is suitable for real implementation.
Fig. 4  Performance as a function of the number of features included 
in the extended vector for SVM. The order of the selected features is 
shown on the left-bottom part of the image
Table 2  Performance comparison of the combination of KDE nov-




KDE 0.979 0.967 0.973
SVM 0.964 0.955 0.959
Fig. 5  Effect of personalization on different classifiers
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The combination of three novelty detectors improves 
performance compared to a single detector. The features 
selected cover different aspects. The distance to the nearest 
neighbour, dNN, is an integral measure related to the shape 
of the acceleration during the fall-like event. The velocity 
indicates, ideally, the final speed after the movement. It is 
intuitive that it could be higher for falls, which are unex-
pected events. The change in orientation comparing the 
situations before and after the acceleration peak should 
be also a relevant discriminant feature for falls, at least for 
those that end with the person lying on the floor. The inclu-
sion of new features was used traditionally to reduce the 
number of false positives. For instance, the authors of [15] 
proposed an algorithm based on the detection of impact and 
posture, without velocity, while in [6] it was concluded that 
adding velocity helped to reduce the number of false posi-
tives in unscripted normal activities. Thus, our findings are 
in keeping with previous studies, since our ADL data set 
was taken in free-living conditions. In addition, the pro-
posed procedure is based on a more principled approach 
by using a clear distinction between training and validation 
data sets and a single measure of performance, while many 
previous algorithms based on simple threshold algorithms 
found them ad hoc in all the data set [6, 15]. Other papers 
considered several features at the same time, but without 
any previous feature selection processing to reduce their 
number [1, 16]. However, adding features did not help to 
improve SVM performance. The combination of d, Δ and 
vf produced almost the same result as using only d. Over-
all, it seems that these features allowed a better modelling 
of normal events in the novelty detector, but did not pro-
vide additional information in the distance between two 
records in SVM. Anyway, there are many options to com-
bine classifiers, and this topic deserves further research. 
Another important conclusion can be extracted from the 
results shown in Table 2. A combination of novelty detec-
tors outperforms a supervised classifier under general 
conditions. This is important because the novelty detec-
tor is based only on real ADL data, which can be easily 
recorded. Although the final decision about selecting one 
system or another must involve real falls and it is out of 
the scope of this paper, it is possible that a novelty detec-
tor does not suffer too much when facing free-living fall 
data. Thus, this approach is promising and would avoid the 
burden of recording real fall data. This task would involve 
many volunteers carrying devices for a long period, which 
is far from being easily achievable. The present paper con-
trasts with our previous results [20], in which SVM was 
shown to be the best option in most situations. There are 
several improvements over that work. First, we have taken 
the three-axis acceleration, and not only its module. This 
enhances performance for all the classifiers (including 
SVM). Secondly, we have combined several novelty detec-
tors, while in [20] only a single one was used. Thirdly, the 
performance evaluation has been estimated by LOOCV. 
Thus, the detectors face data from people out of the train-
ing set. This is more realistic. It seems that the performance 
of SVM decreased in this circumstance more than that of 
novelty detectors.
With respect to personalization, Fig. 5 suggests some 
trends. A generic detector with a few training records is 
worse than a generic detector using all the data. The per-
formance increases if data from the user are added (mixed 
detector). However, it is even better in the fully personal-
ized detector, despite being trained with a far lower num-
ber of records. Thus, using only data from the user seems 
to be the best option, as it has also been found for activity 
recognition with smartphones [31]. It is also clear that, for 
an equal number of training records, the use of personal-
ized movements helps a lot to discriminate ADL from falls 
(KDE-C vs KDE-GR for instance). The result also agrees 
with [22]. The analysis of personalization performed in 
[22] has been improved in several aspects. Firstly, the per-
formance evaluation is based on SE and SP, which are more 
practical than the area under the ROC curve. Secondly, dif-
ferent degrees of personalization have been tested, imply-
ing different training data set sizes. Thus, we have com-
pared a personalized detector trained with far less records 
than a generic one, which is a less favourable situation but 
more realistic. Thirdly, we have performed an ANOVA 
analysis that allows getting an overall conclusion.
However, the comparison between KDE-C and SVM-C 
is not clear. There is mild evidence of KDE-C outperform-
ing SVM-C, but SVM-C is faster and computation time can 
be an issue, especially in portable devices. The anomaly 
score computation in KDE-C requires the computation 
of many exponentials, though their number is reduced by 
utilizing only the ADL from a specific user. SVM-C is a 
sparse model that takes its decision based on a subset of the 
training data. This is probably the reason why it shows the 
smallest computation time. On the other hand, KDE is very 
easy to be personalized. The reason is that KDE is based 
Table 3  Sensitivity and specificity for different degrees of personali-
zation
Classifier Training set SE SP
KDE Custom (C) 0.986 0.972
Mixed (M) 0.979 0.973
Generic (G) 0.970 0.974
Generic with restrictions (GR) 0.981 0.958
SVM Custom (C) 0.972 0.978
Mixed (M) 0.962 0.973
Generic (G) 0.962 0.958
Generic with restrictions (GR) 0.960 0.958
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on a set of exemplars, and thus, a table of recent ADL 
can be updated as the user carries the device, a technique 
used in [21] to personalize a nearest neighbour classifier. 
A traditional supervised detector, like SVM, could also 
be personalized, but only with respect to ADL, since it is 
unlikely that a sufficient number of falls of the same sub-
ject could be recorded. However, training algorithms would 
be far more complex to implement in a portable device and 
a server would be needed to give support to the retraining 
process.
5  Conclusions
To sum up, we have shown that a combination of three 
novelty detectors is better than a single novelty detector 
and, more important, the combination also outperforms a 
traditional classifier trained with simulated falls. Person-
alization further improves performance. This personaliza-
tion can be easily come into practice in dedicated devices, 
since it would require just a table of ADL exemplars that 
can be updated with new user’s movements. Nonetheless, 
all the data we have used come from a moderate number 
of young or mature people. Although the proposed algo-
rithms offer the key characteristic of adaptability, they 
are still to be proven effective in a large sample of elderly 
people. The computation time of KDE-based techniques 
could also be improved, for instance by approximating the 
density function with interpolating functions, avoiding the 
calculation of many exponentials. Besides, the problem 
of fall detection has been restricted to discriminate accel-
eration patterns in rather short periods of a few seconds. 
In principle, this is reasonable, since falls themselves are 
very short. However, adding longer time information can 
be useful to avoid false alarms, checking for self-recover-
ies or testing a more complex approach based on states, 
like HMM [17].
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